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PRODUCT INFORMATION 

 

Automatic Transmission Stop Leak 
 

Bardahl Automatic Transmission Stop Leak is an addition for automatic transmissions, which makes gaskets 
smooth again and removes varnish stop from the transmission parts. It contains ingredients to remove 
oxidation layers. This product is in a handy pouring bottle. That means: 
 
 Easy to administer 
 Lockable  
 Can be used multiple times 
 
The problem 
 
When the gaskets of an automatic transmission leak, the loss of transmission fluid is not the only disadvantage. 
Loss of this liquid leads to poor and in severe cases to not switching at all. It causes slipping and the final result 
is worn out brake straps or clutch plates and since the liquid has a cooling effect, a loss of a quarter of a liter 
can lead to excessive heat of the unit. In some cases, even liquid can get into the differential. In any case, 
leakage of automatic transmissions costs money. 
 
Of course, the ideal solution for leaky packaging is to replace it. This costs a lot of money. Most small leaks, 
caused by shrunken or non-smooth gaskets, can be remedied safely and cheaply by using Bardahl Automatic 
Transmission StopLeak. 
 
Not all gasket leaks can be seen from the outside, since there are internal gaskets, which can allow liquid to 
escape, which in turn can lead to difficult switching and incorrect operation of the unit. These gaskets can also 
provide a good seal if this product has been added to the automatic transmission. 
 
Bardahl Automatic Transmission Stop Leak contains a fabric that safely and effectively smoothes gaskets, 
causes shrunken gaskets to expand and keeps new gaskets supple. It does this without affecting oxidation 
stability, temperature characteristics or original components and without damaging the gaskets. 
 
This product also contains a component, which removes varnish enamel from the gasket and allows the 
smoothing components to penetrate into the gaskets and prevent leakages. Enamel on a gasket is also 
responsible for excessive switching wear. The enamel, together with the contaminants, act as an abrasive. Over 
a certain period of time, this will take the axle so seriously that even a new gasket will no longer work properly 
and a new, very expensive axle will have to be fitted. Bardahl Automatic Transmission Stop Leak,if used early 
enough, will keep this part clean and free of varnish. 
 
Other additional benefits 
 
The property of this Bardahl Automatic Transmission Stop Leak to remove varnish layers makes it an ideal 
addition for automatic transmissions, whether the gaskets leak or not. Varnishing blows on the boosters, 
valves, regulator and pumps in a transmission will cause annoying slippage of the clutch or even completely 
refusal. The controller and/or valve body in an automatic container serve as the brain of the unit, due to the 
hydraulic action of the multiple plate coupling and the brake straps, which in turn must ensure that the 
different gears work in the prescribed way. 
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Just as hydraulic valves can linger in an engine due to varnish precipitations, so the control parts can also linger 
in an automatic gear box. And since proper functioning of the container depends on a free flow of the liquid 
and the right pressure, it is also important that the liquid pumps work properly. The boosters work according to 
the same principle as brake cylinders and work poorly with shreds. Furthermore, the rough shifting, which is 
the result, will lead to shock loads on every part of the transmission and that in turn results in the automatic 
gearbox completely refusing its service. Bardahl Automatic Transmission Stop Leak keeps this complicated 
part free of varnish layers and ensures proper operation. 
 
Manual 
 
Pour the contents of the vial into the automatic transmission (note maximum level). This product has reached 
its maximum operation after approximately 500 to . For extreme situations, use 2 vials. If the unit continues to 
leak, the gaskets will have to be renewed. 600 kmBardahl Automatic Transmission Stop Leak contains a special 
red liquid to demonstrate the sources of leakage. It can be added to all the usual transmission fluids. 
Compatibility & Use 
It is not  suitable in DSG and/or CVT oil filled gearboxes. 
 
 
Article number 06018US 
Content  473 ml     
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