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PRODUCT INFORMATION 

NSF Reg. No. Pending 
Category Code: Pending 

 

MS Polymer Sealer PS 55 
 

Bardahl Poly Sealer PS 55 is a strong one component sealant with highly bonding 
properties. This  Bardahl MS Polymer Sealer  is aging and weather resistant. Also 
insensitive to UV light, moisture and temperature differences.  
 
The sealant is free of solvents and will therefore not shrink or tear. This adhesive, on 
an MS Polymer basis, has an extremely strong adhesion and hardens under the influence of humidity. This 
Bardahl MS kit has the food grade certificate NSF. Registered with NSF under Nonfood Compounds: P1. In 
concrete terms, this means: safe to use for the food, pharmaceutical industry, hospitals, slaughterhouses, etc. 
 
 
 

Advantages 

 

⎯ Suitable for use in P-1 applications 

⎯ Perfect seals 

⎯ Rapid skin formation. 

⎯ Curing due to humidity. 

⎯ Contains no solvents. 

⎯ Free isocyanates. 

⎯ Adhesion on dry and wet surfaces. 

⎯ Directly, without drying, sprayable or paintable. 

⎯ Paint tolerant with most industrial paint systems  

⎯ Without using primer. 

⎯ After curing sandable. 

⎯ Neutral, odorless and fast curing. 

⎯ Strong adhesion to wood, stone, metal and plastics see below. 

⎯ Saltwater resistant (after curing) 

⎯ Very good UV resistance and very good aging resistance. 

⎯ Permanently elastic in the temperature range of up to +.-40°C90°C 

⎯ Temporarily (30 minutes) resistant to temperatures up to .180°C 

⎯ Processable at temperatures between and .5°C35°C 
 
Due to its unique composition, Bardahl MS Polymer Sealer can be used in most industries, boat and yacht 
building, bodywork, automotive, food industry, pharmacy, hospitals, slaughterhouses etc. After curing obtained 
with a permanent bonding / connection of the most diverse materials. Bardahl MS Poly Sealer can be sprayed 
at a temperature of minimal good with hand or air pressure sealant gun.0°C 
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Adhesion to various materials 

 
Suitable materials are:  
 

⎯ metals,  

⎯ powder-coated, 

⎯ lacquered,  

⎯ galvanized,  

⎯ anodized,  

⎯ chromated orhot-dip galvanized surfaces,  

⎯ various plastics,  

⎯ ceramics, stone, 

⎯ Concrete and wood.  
 
Due to the large variety of different 
Plastics and compositions as well as materials that are prone to stress cracks, preliminary tests are 
recommended. 
 
Compatible with polystyrene (EPS / XPS). 
 
All measurements were made under standard conditions (23 ° C and 50% relative Humidity). 
 
* The data are based on measurements after 3 months. 

  

  
 

 
Processing 

 
Bardahl MS Polymer Sealer is easily sprayable using a caulking gun (art. 00066 and pneumatic gun artnr 00073) 
for manual operation or by means of a spatula and then after-treatment with a  hard  brush. The surface must 
be clean, dry, dust- and grease-free. If necessary, first clean/degrease the surface with a suitable, non-
aggressive, solvent. 
 
Sanding: Bardahl MS Polymer Sealer is sandable after curing. 
 
Paint resistance: Bardahl MS Polymer Sealer is very suitable when using the most commonly used paints in 
bodywork construction. It also contributes to corrosion protection for the sealing of welded parts, before they 
are sprayed with lacquers or Under/ Body Coating. Due to its rapid skin formation, the  
 
Bardahl MS Polymer Sealer can be sprayed after 20 minutes. This MS kit has no effect on the drying process of 
the applied lacquer layers. 
 
Seam width: Bardahl MS Polymer Sealer can be used in seams from up to a seam width of .3 mm25 mm 
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Analysis of data 

Test Results 

Category MS Polymer Sealer PS 55 

Basic Material MS Polymer 

Components  1-C 

Type elastic 

Constancy pasta 

Specific gravity 1,4 g/ml. 

Skin formation 5 min. at ; 50% RH20°C 

Adhesive free-stick period 25 mins at ; 50% RH20°C 

Hardening after 24 hours ca 3mm at ; 50% RH20°C 

Stand-up power  <5mm at 25mm; 20°C 

Solvent and isocyanate 
content 

0% 
 

Weight loss after curing 1% 

Volume loss after curing 3% 

Penetratic (0.1mm) 150 at 20°C 

Shore A 55 

E Modules at 100% rk.*
  

0.9 MPa 

Rack. in case of fracture*
  

>300% 

Max. sustainable*  1.4 MPa 

Permissible heating  

Temperature resistant -40°C to +90°C 

UV and weather 
resistance 

very good 

Color white, grey, black, brown 

Application P1 (reg. No 1806084) 

 

* carried out according to DIN 52455, 5.2. 
 
 

 

  
  

Safety 

 
Bardahl MS Polymer Sealer contains no Isocyanates and no solvents and/or odour-burdening substances. 
 
 

Packages 

 
Article number 77202 black  
Content  12 x 290 ml  
 
Article number 77212 grey 
Content  12 x 290 ml  
 
Article number 77212 white 
Content  12 x 290 ml  
 
Article number 77212 brown 
Content  12 x 290 ml  
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