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General Industrial Oil Series 
 

Bardahl General Industrial Oil series is a completely formulated series of industrial 
oil blended from high viscosity index paraffin base stocks plus Bardahl’s unique 
‘Polar Attraction’ formula and special additive packages to protect against rust, 
foaming and oxidation. Bardahl General Industrial Oil is designed for the consumer 
who needs Bardahl protector in a fully compounded oil for ease of application. 
 
The problem 
Friction between machinery parts robs power, creates heat and causes wear and 
metal fatigue. Severe operating conditions increase these effects, resulting in higher 
costs due to increased down time, excessive parts replacement and lost operating 
efficiency. 
 
The action 
Friction and wear increase rapidly when the lubricant breaks down from severe 
service, allowing metal to metal contact. Bardahl’s unique ‘Polar Attraction’ formula  
(a blend of extreme pressure agents and polar organic compounds) gives extra 
protection by creating  a molecular film which is chemically bonded to the metal. 
This low friction film protects  the metal surfaces from contact even under conditions 
of high temperature and extreme pressure. 
The multi-functional corrosion and oxidation inhibitor used in Bardahl General 
Industrial Oil protects against rust and corrosion of metal surfaces, oil thickening 
and deposits of varnish due to oil oxidation. When an oil contains air bubbles the 
lubricating ability of the oil is drastically reduced, this causes increased friction and 
wear due to failure of full film lubrication. The use of a foam inhibitor with the unique 
ability to prevent foam formation and assist the release of entrained air assures that 
the equipment will not suffer from poor lubricant due to the foaming of oil. 
 
Directions of use 
Apply directly as a fully formulated, ready to use industrial oil. Bardahl General 
Industrial Oil combines the performance and protector of Bardahl with the ready to 
use convenience of regular oils. 
 
Analytical-data  
Grade* 20W 30W 40W 50W
Viscosity; mm² at 100°C  8.5  11.5  15.0  20.0 
Viscosity; mm² at 40°C  60  100  152  235 
Viscosity Index  112  105  100  100 
Viscosity; m pa/s at  -10°C   -10°C   --  -- 
 1900  3600  --  -- 
Straight Ash; wt.%  0.70  0.70  0.70  0.70 
Sulfated Ash; wt.%  0.80  0.80  0.80  0.80 
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Pourpoint; °C  -33  -27  -21  -15 
Color; ASTM D1500  2.0  2.5  2.5  3.0 
Specific Gravity at 
15/15°C   0.890  0.895  0.900  
Flashpoint; COC; °C  216  232  238  248 
Firepoint; COC; °C  236  262  278  288 
 ISO VG           68              100        150      220 
 
*Indicate viscosity when ordered  
 

Article number 75055 
Contents  5 litre 

Article number 75082 
Contents  25 litre 

Article number 75086 
Contents  60 litre 

Article number 75092 
Contents  208 litre 


